
Small Animal Metabolic Chamber Manual

Equipment Included with the SAMC-PEAK System
1. Metabolic Chamber
2. IX-PEAK Gas Analyzer, power cord, USB cord
3. Optional – IX-GS4 or IX-GS8 Gas Switcher (for multiple chambers), power cord, USB 

cord
4. A-TT-4 Tygon Tubing
5. A-NT-8 Nafion Tubing
6. Male Luer Ring to Barbs
7. Male Luer Ring Caps
8. Female Luer Lug Style Tees
9. Additional 35ft Tygon tubing for trimming
10. PCN-F-QC-1/8-BARB White Snap Connector
11. A-GA-5 FIlters
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Gas Analyzer and Gas Switcher Setup Instructions
1. Locate the power cord and USB cable for the PEAK gas analyzer.
2. Plug the PEAK gas analyzer into wall power using its power cord (use of a surge protector is 
highly recommended).
3. Connect the PEAK gas analyzer to the computer using the USB cable. 

4. Turn on the PEAK gas analyzer using the switch on the rear of the unit and allow it to warm 
up for at least 15 minutes before use. The green light on the front of the PEAK analyzer will 
blink while the machine is warming up. Attach the filters to the ‘Sample In’ and ‘Room Air’ ports. 
Note: The newer model of the IX-PEAK does not have a ‘Room Air’ port. Only need one filter is 
needed.

5. While the PEAK gas analyzer is warming up, set up the gas switcher. Plug the gas switcher 
into the surge protector and connect the USB port to the computer.

USB to ComputerPower



You should now have the gas analyzer and gas switcher both with power and connected to the 
computer you will be using to record data.

6. Connect the gas analyzer to the gas switcher using the following tubing.

Locate the black and white leur connectors on the back of the gas switcher.

A-TT-4 A-NT-8



Connect the tubing (by twisting) the smooth end of the A-NT-8 tubing onto the white connector 
located on the back of the gas switcher.

Connect the other tubing (by twisting) one end of the A-TT-4 tubing onto the black connector 
located on the back of the gas switcher.

Attach the braided end of the A-NT-8 tubing to the filter on the “Sample In” port on the front of 
the PEAK gas analyzer. Attach the end of A-TT-4 tubing to the black “Outlet” port on the front of 
the PEAK gas analyzer.



The iWorx PEAK gas analyzer is now connected with the gas switcher.

Gas Switcher and Metabolic Chamber Setup
In the following section you will connect the gas switcher to the animal cage. The gas switcher 
has the capacity to sample from four animal cages. Directions and parts will vary depending on 
how many cages you are sampling from.

1. Trim the first section of tubing to connect to the indicated port on the gas switcher. The tubing 
length can be approximately 2-4 inches. 

2. Attach the tubing to a Tee connector using a Luer to barb. 
3. Connect the tubing (by twisting) the end of the tubing onto the white port located under 
“Channel 1” on the front of the gas switcher, as shown above. 
4. Trim the second section of tubing to connect to either a pump or air valve in the lab. This 
tubing can be 1-2 feet (depending on spacing to the pump).
The tubing will look like this if you’re sampling from ONE animal cage:

To Pump or Air Valve



If you are measuring from TWO animals, the tubing will look like this:
Note: An additional piece of tubing will need to be trimmed to connect between the Tee 
connectors. This tubing can be approximately 1.5 inches.  

If you are measuring from THREE animals, the tubing will look like this:

To Pump or Air Valve

To Pump or Air Valve



If you are measuring from FOUR animals, the tubing will look like this:

5. Locate the A-C-550 animal cage. The front of the chamber has two ports. Attach two of the 
white snap connectors (PCN-F-QC-1/8-BARB) to the two ports by pressing them firmly into 
place. The connectors will snap when securely attached.

To Pump or Air Valve



6. Trim a piece of tygon tubing. For approximation, use 2 feet. Attach the tubing to the bottom 
port on the cage. Attach the other end of the tubing into the first “port” of “Channel 1” on the gas 
switcher. The connector will snap when connected properly.

7. Trim a second piece of tubing, approximately 2 feet. Attach one end of the second piece of 
tubing to the top port of the animal cage. Attach the opposite end of that tubing to the second 
“port” of Channel 1 on the gas switcher.



The small animal metabolic system is now set up to measure from one animal. Repeat steps 6 
and 7 for additional animal chambers. The completed set up should look like this for one animal:

If you are measuring from TWO animals, the tubing will be connected like this:

Connections to a 
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If you are measuring from FOUR animals, the tubing will be connected like this:

If you are using the newest model of the IX-PEAK, the tubing will be connected like this:

Chamber #3 Chamber #4



Using Labscribe

Loading Settings Group

This needs to only be done once. 
Install and run Labscribe.
Choose the settings→Load Group menu option and navigate to:
C:\Program Files\iWorx\LabScribe\Research Settings\IX-Peak 
folder. 
Then choose the IX-PEAK settings group.

Load the settings

Launch LabScribe.  Make sure that the IX-PEAK recorder is found by LabScribe.
Choose Settings→ SAMC-2-animal  to load the 2 chamber settings 
Click on the 2 Chamber Loop macro option from the Macro toolbar.
The program will start recording data from 2 chambers.

Controlling the IX-GS4C from LabScribe
This is already implemented in the SAMC-2-animal settings file. 
Macros can be used to control the Gas switcher. Choose the Gas Switcher from the operations 
list. You can control up to 4 Gas switchers with Labscribe.



To select Chamber 1, Turn P0 on, turn all others off 

To select Chamber 2: Turn P1 on, turn all others off 

To select Chamber 3: Turn P2 on, turn all others off 

To select Chamber 4: Turn P3 on, turn all others off 



 


